
TYPES 
 
Ø int. tubes (mm) 100 125 150 180 200 250 300 350 400 450 500 550 600 700 750 
A: standard step(mm) 55 55 85 85 105 105 105 155 155 155 155 155 155 155 155 
B. narrow step(mm) 55 55 55 55 55 55 55 85 85 85 85 85 85 85 85 
Ø wire 2,5 2,5 2,5 3 3 3 3 4 4 4 4 4 4 4 4 

Length of the sleeves (mm) 100 100 100 100 100 100 165 165 165 165 165 165 165 165 165 
                

 
Possibility to fabricate the pieces with sleeves in the ends, with sleeves with fast connection rings, or possibility to 
incorporate suspension rings, under demand.  
 

                                                               
With suspension rings   With sleeves                     With fast connection rings 
 
 
CONSTRUCTIÓN: 
 
 
·  PYPX:   

Temperature scale: -10º C a +100º C. 
Material and construction: polyamide fabric covered in 
PVC  with an exterior steel spiral covered in PVC.  
Colour: Yellow. 
Spiral covering: Black PVC. 

 
 

 
 
 
 
 
PYP:  
Temperature scale: -10º C a +100º C.  
Material and construction: Nylon fabric covered in PVC 
with an exterior steel spiral covered in PVC. 
Colour: engraving yellow. 
Spiral covering: Black PVC. 
 
 

 
 
 
 
 
 
 
 

 
 

 
NYN:  
Temperature scale: -40º C a +140º C. 
Material and construction: Nylon fabric covered in 
Neoprene with an exterior steel spiral covered in PVC. 
Colour: Black. 
Spiral covering: Black PVC. 
 
 

   
 
 

 
 
·  NYN-AC (Antistatic):  

Temperature scale: -40º C a +140º C. 
Material and construction: Nylon fabric covered in 
antistatic Neoprene, with an exterior steel spiral covered 
in PVC. 
Colour: Anthracite 
Spiral covering: special black rubber. 
 

 
 
 
 
 



 
 

·  NGN:  
Temperature scale: -40º C a +150º C.  
Material and construction: Fiberglas fabric covered in 
Neoprene with an exterior steel spiral covered in PVC.  
Colour: black. 
Spiral covering: Black PVC. 

 
 
·  NBN:  

Temperature scale: -30º C a +120º C.  
Material and construction: Cotton fabric covered in 
Neoprene with an exterior steel spiral covered in PVC.  
Colour: Black.  
Spiral covering: Black PVC. 

 
 
 

·  SGS:   
Temperature scale: -55º C a +300º C 
Material and construction: Fiberglas fabric covered in 
silicone with an exterior steel spiral covered in PVC.  
Colour: red. 
Spiral covering: Ivory silicone 

 
 

 
 
 

·  AGGA:  
 
Temperature scale: -40º C a +325 º C. 
Material and construction: Robust fibreglass fabric 
covered with aluminium and without covering though the 
interior, with an exterior steel spiral trapped among the 
fabric sewn layers.  
Colour: shining aluminium. 
Spiral covering: The layers of the fabric.  

 


